
All components are fully welded
Steel reinforced ropes

Threaded inserts with Torx head security stainless steel fixings (tamper resistant)
Outer rope connection eyebolts: M12 x 50mm sleeve nuts
Standard fixings protected with a moulded cap and cover

Galvanised 
Polyester Powder Coating (choice of colours)

AT0301 Agility TrailAT0301 Agility Trail
Dimensions L x W x H
Minimum space required L x W
Free height of fall
Heaviest part
Largest part 
Total weight (approx)
Age

Heavy Duty Construction

Fixings

Finish

Designed and manufactured to meet the requirement of BS EN1176.Designed and manufactured to meet the requirement of BS EN1176.

11.59m x 0.91m x 2.5m
14.59m x 3.91m
<0.6m
30kg
3.37m x Ø0.09m
305.7kg
5+

AP0210 Inclined Beam S
AP0213 Clatter Bridge
AP0216 Parallel Ropes*
AP0214 Wobble Bridge
AO0211 Weaver Beam
AP0212 Stepping Stump x 3

* Please note crossbars are square section and not circular as depicted. 
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LIGHTMAIN COMPANY LTD, AIZLEWOOD’S MILL, 
NURSERY STREET, SHEFFIELD, S3 8GG

T: 0114 282 1259
E: ENQUIRIES@LIGHTMAIN.CO.UK
WWW.LIGHTMAIN.CO.UK


